**SIGMA PAINT CLEANER/DEGREASER**

January 2014

<table>
<thead>
<tr>
<th>DESCRIPTION</th>
<th>biodegradable paint cleaner and general purpose degreaser</th>
</tr>
</thead>
</table>
| PRINCIPAL CHARACTERISTICS | - contains no solvents  
- no flash point  
- for stripping of old polymer wax layers  
- for cleaning of paintwork before painting (instead of ammonia)  
- for removal of grease from machines, steelwork, etc.  
- for general cleaning |
| BASIC DATA AT 20 °C | Mass density approx. 1.04 g/cm³  
PpH value concentrate 12.7; 1% solution 10.1; 10% solution 11.3  
Solubility soluble in all concentrations  
Shelf life (cool, dry place) 24 months  
Available pack size 10 Ltr |
| RECOMMENDED SUBSTRATE CONDITIONS | - when used on linoleum a test area should be carried out to check Durability  
- as a degreaser; dilute with water at a ratio of 1:10 - 1:20 depending on the degree of dirt or grease; spread out the solution evenly and leave for 5 - 10 minutes then rinse with sweet water  
- as a paint cleaner; dilute with water at a ratio of 1:10, spread out the solution evenly on to the floor, object or surface; leave for 5 minutes then rinse with sweet water  
- for heavy dirt/grease; dilute with water at a ratio of 1:3, leave for 5 minutes then rinse with sweet water  
**Note:** all water used for mixing or washing must be clean sweet water |
| INSTRUCTIONS FOR USE |  
| SAFETY PRECAUTIONS | see safety sheet 1570 for information on LEL and TLV values |
| REFERENCES | explanation to product data sheets on information sheet 1551 |